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ALL WIRING AND CONDUIT LAYOUT ON DRAWINGS IS SHOWN

NEW LIGHT STANDARDS FURNISHED UNDER THIS CONTRACT

MAY BE INSTALLED AT BRIDGE SITE NO. 1, 2, OR 3. SEE
SPECIAL PROVISIONS FOR A DESCRIPTION OF BRIDGE SITES.

EXISTING 3 #2, 1 #8 BARE NOTES:
CU GND. CIR #4 5
LEGEND: 1.  ALL ELECTRICAL WORK SHALL BE IN ACCORDANCE WITH THE LATEST VERSION DIAGRAMMATICALLY. ACTUAL CONDUIT ROUTING TO FIXTURE TO BE DETERMINED
OF THE NATIONAL ELECTRIC CODE, CONNECTICUT STANDARD SPECIFICATIONS. BY ELECTRICAL CONTRACTOR AND COORDINATED WITH ALL TRADES.
ALL ITEMS OF LABOR, MATERIALS AND EQUIPMENTS NOT SHOWN ON DRAWINGS,
g g),ﬁls,IIE'\\j\? éﬁi%LE%OLEEEONSEEREyOVED AND MOUNTED BUT NECESSARY FOR COMPLETE INSTALLATION AND PROPER OPERATION OF WORK 6. THE CONTRACTOR SHALL ABIDE BY THE CONNDOT LOCKOUT/TAGOUT SURFACE MOUNTED FIBERGLASS CONDUIT SUPPORT SPACING
' ' DESCRIBED, SHALL BE FURNISHED AND INSTALLED. COST OF ALL ITEMS SHALL PROCEDURES WHEN ACCESS TO A CIRCUIT IS REQUIRED. THE CONTRACTOR SHALL SHALL NOT EXCEED 3'-0" AS PER N.E.C. 352.30(B). WHEN THE
- 16"X14"X6" FIBERGLASS JUNCTION BOX BE INCLUDED IN THE BID PRICES. CONTACT THE DISTRICT ELECTRICAL SUPERVISOR AT 860-566-3156, WHEN FIBERGLASS CONDUIT LENGTH IS BETWEEN 50'AND 200'
ACCESS TO A CIRCUIT IS REQUIRED. INSTALL TWO CONDUIT EXPANSION FITTINGS EQUALLY SPACED
o EXISTING JUNCTION BOX TO REMAIN 2.  THE CONTRACTOR SHALL ORGANIZE HIS WORK SO THAT ANY PORTION OF THE FROM EACH OTHER AND THE ENDS OF THE CONDUIT RUN.
ROADWAY WHICH HAS EXISTING NIGHTTIME ILLUMINATION AND IS OPEN FOR USE 7.  EXISTING LIGHTING CIRCUITRY IS 480 VOLT, 3 PHASE. CONDUIT EXPANSION FITTINGS SHALL BE INSTALLED IN
- EXISTING CONCRETE HANDHOLE TO REMAIN REMAINS LIGHTED. IT IS THE CONTRACTOR'S RESPONSIBILITY TO STAGE THE STRICT CONFORMANCE WITH THE MANUFACTURERS
INSTALLATION OF NEW LIGHTING CONDUITS AND CIRCUITRY IN SUCH A MANNER 8. INSTALL LIQUID TIGHT FLEXIBLE METAL CONDUIT AT ALL LOCATIONS INSTALLATION GUIDELINES.
THAT THE EXISTING NIGHTIME ILLUMINATION REMAINS OPERATIONAL. SUBJECT TO MOVEMENT OR EXPANSION.
=t NEW LED UNDERBRIDGE LUMINAIRE LUMINAIRES ON NEW LIGHT STANDARDS ARE 250W HPS,
" CONDUCTORS SHALL BE STRANDED COPPER WITH INSULATION TYPE XHHW AND 9. REMOVE AND DISPOSE OF EXISTING UNDERBRIDGE LIGHTS, SURFACE TYPE III, SEMI-CUTOFF.
2" FIBERGLASS CONDUIT, 3#2, 1#8 BARE CU GND RATED FOR 600 VOLTS. CONDUCTORS SHALL BE FACTORY COLOR CODED AS RED, CONDUITS AND CONDUCTORS.
" BLACK, BLUE. ALL LIGHTING CIRCUITS SHALL HAVE ONE NO. 8 BARE COPPER
—=e  3/4° FIBERGLASS CONDUIT SURFACE MOUNTED W/3#10 GROUNDING CONDUCTOR. NO. 10 AWG CONDUCTORS FOR UNDERBRIDGE LIGHTING 10. THIS CONTRACT INCLUDES 5 NEW LIGHT STANDARDS AND LUMINAIRES THAT
SHALL BE TYPE THWN. THE CONTRACTOR MAY FURNISH AND INSTALL TO PERMIT STAGED RELOCATION OF
THE LIGHT STANDARDS AND REPLACEMENT OF THE CIRCUITRY. REMOVAL AND
UNLESS OTHERWISE NOTED, ALL CONDUITS AND JUNCTION BOXES SHALL BE SALVAGE OF EXISTING LIGHT STANDARDS AT LOCATIONS WHERE A NEW LIGHT
FIBERGLASS. STANDARD IS TO BE INSTALLED SHALL BE INCLUDED IN THE ITEM "REMOVE
LIGHT STANDARD".
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NOTES:
LEGEND: 5. ALL WIRING AND CONDUIT LAYOUT ON DRAWINGS IS SHOWN 11. NEW LIGHT STANDARDS FURNISHED UNDER THIS CONTRACT MAY
1. /Sll-:LTiLéECJETI%ghA\LV%EECTSSQLLCgEDEINC gﬁﬁggﬁéugEswmgAggE sLP/?zTcEIEITcXTEFoSNIgN DIAGRAMMATICALLY. ACTUAL CONDUIT ROUTING TO FIXTURE TO BE DETERMINED BE INSTALLED AT BRIDGE SITE NO. 1. 2. OR 3. SEE SPECIAL
, : BY ELECTRICAL CONTRACTOR AND COORDINATED WITH ALL TRADES. '5R :
o (E))IiIISIIIEI\\}\? I;&I—(i:'ll'(EI?rOLEE'IéONg_EERlEOIVIOVED AND MOUNTED ALL ITEMS OF LABOR, MATERIALS AND EQUIPMENTS NOT SHOWN ON DRAWINGS, PROVISIONS FOR A DESCRIPTION OF BRIDGE SITES.
' ' BUT NECESSARY FOR COMPLETE INSTALLATION AND PROPER OPERATION OF WORK 6. THE CONTRACTOR SHALL ABIDE BY THE CONNDOT LOCKOUT/TAGOUT 12. SURFACE MOUNTED FIBERGLASS CONDUIT SUPPORT SPACING
- 16"X14"X6" FIBERGLASS JUNCTION BOX DESCRIBED, SHALL BE FURNISHED AND INSTALLED. COST OF ALL ITEMS SHALL PROCEDURES WHEN ACCESS TO A CIRCUIT IS REQUIRED. THE CONTRACTOR SHALL NOT EXCEED 3'-0" AS PER N.E.C. 352.30(B). WHEN THE
BE INCLUDED IN THE BID PRICES. SHALL CONTACT THE DISTRICT ELECTRICAL SUPERVISOR AT 860-566-3156, FIBERGLASS CONDUIT LENGTH IS BETWEEN 50'AND 200' INSTALL
WHEN ACCESS TO A CIRCUIT IS REQUIRED.
= EXISTING JUNCTION BOX TO REMAIN 2. THE CONTRACTOR SHALL ORGANIZE HIS WORK SO THAT ANY PORTION OF THE ? e N s D R AN IO
= EXISTING CONCRETE HANDHOLE TO REMAIN ROADWAY WHICH HAS EXISTING NIGHTTIME ILLUMINATION AND 1S OPEN FOR USE 7. EXISTING LIGHTING CIRCUITRY IS 480 VOLT, 3 PHASE. FITTINGS SHALL BE INSTALLED IN STRICT CONFORMANCE WITH
REMAINS LIGHTED. IT IS THE CONTRACTOR'S RESPONSIBILITY TO STAGE THE THE MANURACTURERS INSTALLATION GUIDELINES
y NEW LED UNDERBRIDGE LUMINAIRE INSTALLATION OF NEW LIGHTING CONDUITS AND CIRCUITRY IN SUCH A MANNER 8. INSTALL LIQUID TIGHT FLEXIBLE METAL CONDUIT AT ALL LOCATIONS '
THAT THE EXISTING NIGHTIME ILLUMINATION REMAINS OPERATIONAL. SUBJECT TO MOVEMENT OR EXPANSION. 13. LUMINAIRES ON NEW LIGHT STANDARDS ARE 250W HPS, TYPE III,
—— 2" FIBERGLASS CONDUIT, 3#2, 1#8 BARE CU GND 3. CONDUCTORS SHALL BE STRANDED COPPER WITH INSULATION TYPE XHHW AND 9. REMOVE AND DISPOSE OF EXISTING UNDERBRIDGE LIGHTS, SURFACE SEMI-CUTOFF.
’ RATED FOR 600 VOLTS. CONDUCTORS SHALL BE FACTORY COLOR CODED AS RED, CONDUITS AND CONDUCTORS.
—=e  3/4" FIBERGLASS CONDUIT SURFACE MOUNTED W/3#10 BLACK, BLUE. ALL LIGHTING CIRCUITS SHALL HAVE ONE NO. 8 BARE COPPER
GROUNDING CONDUCTOR. NO. 10 AWG CONDUCTORS FOR UNDERBRIDGE LIGHTING 10. THIS CONTRACT INCLUDES 5 NEW LIGHT STANDARDS AND LUMINAIRES THAT
SHALL BE TYPE THWN. THE CONTRACTOR MAY FURNISH AND INSTALL TO PERMIT STAGED RELOCATION
OF THE LIGHT STANDARDS AND REPLACEMENT OF THE CIRCUITRY. REMOVAL
4. UNLESS OTHERWISE NOTED, ALL CONDUITS AND JUNCTION BOXES SHALL BE AND SALVAGE OF EXISTING LIGHT STANDARDS AT LOCATIONS WHERE A NEW
FIBERGLASS. LIGHT STANDARD IS TO BE INSTALLED SHALL BE INCLUDED IN THE ITEM
"REMOVE LIGHT STANDARD".
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EXTEND EXISTING CIRCUIT TO
FEED NEW LED LUMINAIRE.
INSTALL 3/4" FIBERGLASS END MORGAN ST.
CONDUIT W/ 3 #10 SERVICE (CIR #1)
INSTALL 2" FIBERGLASS ~
CONDUIT W/ 3 #2, 1 #8
BARE CU GQD TYP “ REMOVE EXISTING AND EMPTY CONDUIT
. (TYP. X
BETWEEN JUNCTION BOXES) 4?/: REPLACE W/ 1-1/4" FIBERGLASS
CONDUIT BETWEEN NEW
RS JUNCTION BOX ON PARAPET
@) TO JUNCTION BOX
Innd UNDERBRIDGE. WIRE SIZE AND
NUMBER AS EXISTING
_ 5. ALL WIRING AND CONDUIT LAYOUT ON DRAWINGS IS SHOWN 11. NEW LIGHT STANDARDS FURNISHED UNDER THIS CONTRACT MAY BE
LEGEND: NOTES: DIAGRAMMATICALLY. ACTUAL CONDUIT ROUTING TO FIXTURE TO BE INSTALLED AT BRIDGE SITE NO. 1, 2, OR 3. SEE SPECIAL PROVISIONS
DETERMINED BY ELECTRICAL CONTRACTOR AND COORDINATED WITH ALL FOR A DESCRIPTION OF BRIDGE SITES.
o— EXISTING LIGHT POLE TO BE REMOVED AND MOUNTED 1. ALL ELECTRICAL WORK SHALL BE IN ACCORDANCE WITH THE LATEST VERSION TRADES.
ALL ITEMS OF LABOR, MATERIALS AND EQUIPMENTS NOT SHOWN ON DRAWINGS, 6. THE CONTRACTOR SHALL ABIDE BY THE CONNDOT LOCKOUT/TAGOUT NOT EXCEED 3'-0" AS PER N.E.C. 352.30(B). WHEN THE FIBERGLASS
- 16"X14"X6" FIBERGLASS JUNCTION BOX BUT NECESSARY FOR COMPLETE INSTALLATION AND PROPER OPERATION OF WORK PROCEDURES WHEN ACCESS TO A CIRCUIT IS REQUIRED. THE CONDUIT LENGTH IS BETWEEN 50'AND 200' INSTALL TWO CONDUIT
DESCRIBED, SHALL BE FURNISHED AND INSTALLED. COST OF ALL ITEMS SHALL CONTRACTOR SHALL CONTACT THE DISTRICT ELECTRICAL SUPERVISOR AT EXPANSION FITTINGS EQUALLY SPACED FROM EACH OTHER AND THE
= EXISTING JUNCTION BOX TO REMAIN BE INCLUDED IN THE BID PRICES. 860-566-3156, WHEN ACCESS TO A CIRCUIT IS REQUIRED. ENDS OF THE CONDUIT RUN. CONDUIT EXPANSION FITTINGS SHALL
BE INSTALLED IN STRICT CONFORMANCE WITH THE MANUFACTURERS
m EXISTING CONCRETE HANDHOLE TO REMAIN 2. THE CONTRACTOR SHALL ORGANIZE HIS WORK SO THAT ANY PORTION OF THE 7.  EXISTING LIGHTING CIRCUITRY IS 480 VOLT, 3 PHASE. INSTALLATION GUIDELINES.
ROADWAY WHICH HAS EXISTING NIGHTTIME ILLUMINATION AND IS OPEN FOR USE
g NEW LED UNDERBRIDGE LUMINAIRE REMAINS LIGHTED. IT IS THE CONTRACTOR'S RESPONSIBILITY TO STAGE THE 8.  INSTALL LIQUID TIGHT FLEXIBLE METAL CONDUIT AT ALL LOCATIONS
INSTALLATION OF NEW LIGHTING CONDUITS AND CIRCUITRY IN SUCH A MANNER SUBJECT T8 MOVEMENT OR EXPANSION. 13. ;Lém_'\'é\d%SFFON NEW LIGHT STANDARDS ARE 250W HPS, TYPE III,
—— 2" FIBERGLASS CONDUIT, 3#2, 1#8 BARE CU GND THAT THE EXISTING NIGHTIME ILLUMINATION REMAINS OPERATIONAL. '
9. REMOVE AND DISPOSE OF EXISTING UNDERBRIDGE LIGHTS, SURFACE
—e  3/4" FIBERGLASS CONDUIT SURFACE MOUNTED W/3#10 3.~ CONDUCTORS SHALL BE STRANDED COPPER WITH INSULATION TYPE XHHW AND CONDUITS AND CONDUCTORS.
) RATED FOR 600 VOLTS. CONDUCTORS SHALL BE FACTORY COLOR CODED AS RED,
(). EXISTING UNDERBRIDGE LUMINAIRE TO REMAIN BLACK, BLUE. ALL LIGHTING CIRCUITS SHALL HAVE ONE NO. 8 BARE COPPER 10. THIS CONTRACT INCLUDES 5 NEW LIGHT STANDARDS AND LUMINAIRES
GROUNDING CONDUCTOR. NO. 10 AWG CONDUCTORS FOR UNDERBRIDGE LIGHTING THAT THE CONTRACTOR MAY FURNISH AND INSTALL TO PERMIT STAGED
— o  EXISTING UNDERBRIDGE CONDUIT TO REMAIN SHALL BE TYPE THWN. RELOCATION OF THE LIGHT STANDARDS AND REPLACEMENT OF THE
CIRCUITRY. REMOVAL AND SALVAGE OF EXISTING LIGHT STANDARDS AT
4, UNLESS OTHERWISE NOTED, ALL CONDUITS AND JUNCTION BOXES SHALL BE LOCATIONS WHERE A NEW LIGHT STANDARD IS TO BE INSTALLED
FIBERGLASS. SHALL BE INCLUDED IN THE ITEM "REMOVE LIGHT STANDARD".
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OTES:

ALL ELECTRICAL WORK SHALL BE IN ACCORDANCE WITH THE LATEST VERSION

OF THE NATIONAL ELECTRIC CODE, CONNECTICUT STANDARD SPECIFICATIONS.

ALL ITEMS OF LABOR, MATERIALS AND EQUIPMENTS NOT SHOWN ON DRAWINGS,
BUT NECESSARY FOR COMPLETE INSTALLATION AND PROPER OPERATION OF WORK
DESCRIBED, SHALL BE FURNISHED AND INSTALLED. COST OF ALL ITEMS SHALL

BE INCLUDED IN THE BID PRICES.

2. THE CONTRACTOR SHALL ORGANIZE HIS WORK SO THAT ANY PORTION OF THE
ROADWAY WHICH HAS EXISTING NIGHTTIME ILLUMINATION AND IS OPEN FOR USE
REMAINS LIGHTED. IT IS THE CONTRACTOR'S RESPONSIBILITY TO STAGE THE
INSTALLATION OF NEW LIGHTING CONDUITS AND CIRCUITRY IN SUCH A MANNER
THAT THE EXISTING NIGHTIME ILLUMINATION REMAINS OPERATIONAL.

3. CONDUCTORS SHALL BE STRANDED COPPER WITH INSULATION TYPE XHHW AND
RATED FOR 600 VOLTS. CONDUCTORS SHALL BE FACTORY COLOR CODED AS RED,
BLACK, BLUE. ALL LIGHTING CIRCUITS SHALL HAVE ONE NO. 8 BARE COPPER
GROUNDING CONDUCTOR. NO. 10 AWG CONDUCTORS FOR UNDERBRIDGE LIGHTING
SHALL BE TYPE THWN.

4. UNLESS OTHERWISE NOTED, ALL CONDUITS AND JUNCTION BOXES SHALL BE
FIBERGLASS.

5.  ALL WIRING AND CONDUIT LAYOUT ON DRAWINGS IS SHOWN
DIAGRAMMATICALLY. ACTUAL CONDUIT ROUTING TO FIXTURE TO BE DETERMINED
BY ELECTRICAL CONTRACTOR AND COORDINATED WITH ALL TRADES.
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LEGEND:
o  EXISTING LIGHT POLE TO BE REMOVED AND MOUNTED
ON NEW BRACKET. SEE NOTE 10.
- 16"X14"X6" FIBERGLASS JUNCTION BOX
= EXISTING JUNCTION BOX TO REMAIN
0 EXISTING CONCRETE HANDHOLE TO REMAIN
I NEW LED UNDERBRIDGE LUMINAIRE
—— 2" FIBERGLASS CONDUIT, 3#2, 1#8 BARE CU GND
— e  3/4" FIBERGLASS CONDUIT SURFACE MOUNTED W/3#10

EXISTING UNDERBRIDGE LUMINAIRE TO REMAIN

EXISTING UNDERBRIDGE CONDUIT TO REMAIN

6. THE CONTRACTOR SHALL ABIDE BY THE CONNDOT LOCKOUT/TAGOUT
PROCEDURES WHEN ACCESS TO A CIRCUIT IS REQUIRED. THE
CONTRACTOR SHALL CONTACT THE DISTRICT ELECTRICAL
SUPERVISOR AT 860-566-3156, WHEN ACCESS TO A CIRCUIT IS

REQUIRED.

7. EXISTING LIGHTING CIRCUITRY IS 480 VOLT, 3 PHASE.

8. INSTALL LIQUID TIGHT FLEXIBLE METAL CONDUIT AT ALL LOCATIONS
SUBJECT TO MOVEMENT OR EXPANSION.

9. REMOVE AND DISPOSE OF EXISTING UNDERBRIDGE LIGHTS,
SURFACE CONDUITS AND CONDUCTORS.

10. THIS CONTRACT INCLUDES 5 NEW LIGHT STANDARDS AND
LUMINAIRES THAT THE CONTRACTOR MAY FURNISH AND INSTALL TO
PERMIT STAGED RELOCATION OF THE LIGHT STANDARDS AND
REPLACEMENT OF THE CIRCUITRY. REMOVAL AND SALVAGE OF
EXISTING LIGHT STANDARDS AT LOCATIONS WHERE A NEW LIGHT
STANDARD IS TO BE INSTALLED SHALL BE INCLUDED IN THE ITEM
"REMOVE LIGHT STANDARD".
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(CIR #1)

INSTALL 2" FIBERGLASS
CONDUIT W/ 3 #2,1 #8
BARE CU. GND (TYP.
BETWEEN JUNCTION BOXES)

11.

12.

13.

NEW LIGHT STANDARDS FURNISHED UNDER THIS CONTRACT
MAY BE INSTALLED AT BRIDGE SITE NO. 1, 2, OR 3. SEE
SPECIAL PROVISIONS FOR A DESCRIPTION OF BRIDGE SITES.

SURFACE MOUNTED FIBERGLASS CONDUIT SUPPORT SPACING
SHALL NOT EXCEED 3'-0" AS PER N.E.C. 352.30(B). WHEN THE
FIBERGLASS CONDUIT LENGTH IS BETWEEN 50'AND 200'
INSTALL TWO CONDUIT EXPANSION FITTINGS EQUALLY SPACED
FROM EACH OTHER AND THE ENDS OF THE CONDUIT RUN.
CONDUIT EXPANSION FITTINGS SHALL BE INSTALLED IN
STRICT CONFORMANCE WITH THE MANUFACTURERS
INSTALLATION GUIDELINES.

LUMINAIRES ON NEW LIGHT STANDARDS ARE 250W HPS,
TYPE III, SEMI-CUTOFF.
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TAP INTO EXISTING CONC.
HANDHOLE "D". CONNECT TO
EXISTING 3 #2,1 #8 BARE
CU GND. CIR #1, MORGAN
STREET CABINET

349+00

349*00

o2~

Q
e

SEE PROJECT 63-700 FOR
LIGHTING REQUIREMENT OF
BRIDGE 1765

£eS

THE INFORMATION, INCLUDING ESTIMATED

QUANTITIES OF WORK, SHOWN ON THESE
SHEETS IS BASED ON LIMITED

INVESTIGATIONS BY THE STATE AND IS
IN NO WAY WARRANTED TO INDICATE

THE CONDITIONS OF ACTUAL QUANTITIES

OF WORK WHICH WILL BE REQUIRED.
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Q LEGEND:
A o0—x EXISTING LIGHT POLE TO BE REMOVED AND MOUNTED
&7 ON NEW BRACKET. SEE NOTE 10.
% - 16"X14"X6" FIBERGLASS JUNCTION BOX
= 550100 %\6 @ = EXISTING JUNCTION BOX TO REMAIN
549+00 1-84 0 N4
/ — ER OFF 551+00 4 s ® EXISTING CONCRETE HANDHOLE TO REMAIN
R <
© AMP v w It NEW LED UNDERBRIDGE LUMINAIRE
%)(
ok ——— 2" FIBERGLASS CONDUIT, 3#2, 1#8 BARE CU GND
~N KX
5%400 —_ 3/4" FIBERGLASS CONDUIT SURFACE MOUNTED W/3#10
RY
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LN Q 00
S 0
g P
- S 3
635471 / X %
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%
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o
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R
X
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<
s
INSTALL 2" FIBERGLASS S5
CONDUIT W/ 3 #2, 1 #8 Sy
BARE CU. GND (TYP. %
BETWEEN JUNCTION BOXES) “%*0
X
%
S 3
S, E*
o
0
*%:,
%o
0
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X
s
NOTES: 0((,
1.  ALL ELECTRICAL WORK SHALL BE IN ACCORDANCE WITH THE LATEST VERSION 7.  EXISTING LIGHTING CIRCUITRY IS 480 VOLT, 3 PHASE. Q/%
OF THE NATIONAL ELECTRIC CODE, CONNECTICUT STANDARD SPECIFICATIONS. A
ALL ITEMS OF LABOR, MATERIALS AND EQUIPMENTS NOT SHOWN ON DRAWINGS, 8.  INSTALL LIQUID TIGHT FLEXIBLE METAL CONDUIT AT ALL LOCATIONS <
BUT NECESSARY FOR COMPLETE INSTALLATION AND PROPER OPERATION OF WORK SUBJECT TO MOVEMENT OR EXPANSION. N
DESCRIBED, SHALL BE FURNISHED AND INSTALLED. COST OF ALL ITEMS SHALL &O
BE INCLUDED IN THE BID PRICES. 9. REMOVE AND DISPOSE OF EXISTING UNDERBRIDGE LIGHTS, SURFACE S
CONDUITS AND CONDUCTORS. V?
2. THE CONTRACTOR SHALL ORGANIZE HIS WORK SO THAT ANY PORTION OF THE @)
ROADWAY WHICH HAS EXISTING NIGHTTIME ILLUMINATION AND IS OPEN FOR USE 10. THIS CONTRACT INCLUDES 5 NEW LIGHT STANDARDS AND LUMINAIRES THAT
REMAINS LIGHTED. IT IS THE CONTRACTOR'S RESPONSIBILITY TO STAGE THE THE CONTRACTOR MAY FURNISH AND INSTALL TO PERMIT STAGED RELOCATION OF
INSTALLATION OF NEW LIGHTING CONDUITS AND CIRCUITRY IN SUCH A MANNER THE LIGHT STANDARDS AND REPLACEMENT OF THE CIRCUITRY. REMOVAL AND
THAT THE EXISTING NIGHTIME ILLUMINATION REMAINS OPERATIONAL. SALVAGE OF EXISTING LIGHT STANDARDS AT LOCATIONS WHERE A NEW LIGHT
STANDARD IS TO BE INSTALLED SHALL BE INCLUDED IN THE ITEM "REMOVE
3. CONDUCTORS SHALL BE STRANDED COPPER WITH INSULATION TYPE XHHW AND LIGHT STANDARD".
RATED FOR 600 VOLTS. CONDUCTORS SHALL BE FACTORY COLOR CODED AS RED,
BLACK, BLUE. ALL LIGHTING CIRCUITS SHALL HAVE ONE NO. 8 BARE COPPER 11. NEW LIGHT STANDARDS FURNISHED UNDER THIS CONTRACT MAY BE
GROUNDING CONDUCTOR. NO. 10 AWG CONDUCTORS FOR UNDERBRIDGE LIGHTING INSTALLED AT BRIDGE SITE NO. 1, 2, OR 3. SEE SPECIAL PROVISIONS FOR
SHALL BE TYPE THWN. A DESCRIPTION OF BRIDGE SITES.
4.  UNLESS OTHERWISE NOTED, ALL CONDUITS AND JUNCTION BOXES SHALL BE 12. SURFACE MOUNTED FIBERGLASS CONDUIT SUPPORT SPACING SHALL NOT
FIBERGLASS. EXCEED 3'-0" AS PER N.E.C. 352.30(B). WHEN THE FIBERGLASS CONDUIT
LENGTH IS BETWEEN 50'AND 200'INSTALL TWO CONDUIT EXPANSION FITTINGS
5.  ALL WIRING AND CONDUIT LAYOUT ON DRAWINGS IS SHOWN EQUALLY SPACED FROM EACH OTHER AND THE ENDS OF THE CONDUIT RUN.
DIAGRAMMATICALLY. ACTUAL CONDUIT ROUTING TO FIXTURE TO BE DETERMINED CONDUIT EXPANSION FITTINGS SHALL BE INSTALLED IN STRICT CONFORMANCE
BY ELECTRICAL CONTRACTOR AND COORDINATED WITH ALL TRADES. WITH THE MANUFACTURERS INSTALLATION GUIDELINES.
6. THE CONTRACTOR SHALL ABIDE BY THE CONNDOT LOCKOUT/TAGOUT 13. LUMINAIRES ON NEW LIGHT STANDARDS ARE 250W HPS, TYPE III,
PROCEDURES WHEN ACCESS TO A CIRCUIT IS REQUIRED. THE CONTRACTOR SHALL SEMI-CUTOFF.
CONTACT THE DISTRICT ELECTRICAL SUPERVISOR AT 860-566-3156, WHEN
ACCESS TO A CIRCUIT IS REQUIRED.
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NOTE:

STEEL PLATE TO BE ATTACHED TO BRIDGE DECK
USING CONNECTICUT D.O.T. APPROVED MECHANICAL
ANCHOR (2). THREADED ROD SHALL BE 15" IN
DIAMETER, HOT DIP GALVANIZED PER A.S.T.M. - A123.
MECHANICAL ANCHOR SHALL BE INSTALLED IN STRICT
CONFORMANCE WITH MANUFACTURER'S SPECIFICATIONS.

| |
[ T | | T
NOTE: 7" |
ENTIRE PLATE ASSEMBLY 1/
TO BE HOT DIP GALVANIZED 17" THREADED COUPLING
PER A.S.T.M. A123 AFTER 5n
FABRICATION - -
B 10" N
4" 4" DRILL °/¢ " DIA. HOLE
! /(TYP. FOUR CORNERS)
I \ ‘ n
| — O od
| 1"
%u 'En
DRILL AND TAP
i La" - 20 N.C.
o A
i =
1 S ‘ £
;77‘74
— 716"
A | !
STEEL PLATE FOR PENDANT LUMINAIRE

N -_‘il_::".-'f“-' N

NTEEL PLATE (SEE DETAIL)

) e Bl
f ] L," - 20 NC x 14"
4 4
?IITIB%CAEEI GC%EDE?))(\ \CONE POINT SET SCREW
GIRDER) 34" FLEXIBLE 3 1/n
4" x 114" REDUCER

1/2" LIQUID TIGHT

FLEXIBLE METAL CONDUIT
TO LIGHT POLE - 3 #10

(DISCONNECT FEED

FROM

EXISTING JUNCTION BOX)

INSTALL NEW

16"X14"X6" NEMA 4X
FIBERGLASS JUNCTION

BOX

2" FIBERGLASS CONDUIT -
3 #2, 1 #8 BARE CU GND.

3/4" FIBERGLASS CONDUIT TO

UNDERBRIDGE LUMINAIRE W/ 3#10

SPLIT BOLT
CONNECTOR (TYP.)

-

TYPICAL LAYOUT AND FEED FOR UNDERBRIDGE LUMINAIRE

NO. 10 TO SPLIT BOLT
CONNECTOR \

INSULATING BOOT

CRIMP TYPE CONNECTION

NO. 10 TO LUMINAIRE ——

IMP TYPE CONNECTION

S ==

LINE SIDE
LOAD SI INSULATING BOOT

FUSE HOLDER W/10 AMP FUSE

INSULATED FUSE CONNECTOR

" TO LUMINAIRE
r
EXISTING JUNCTION
BOX TO BE ABANDONED ?

\
BLACK 2 A

INSULATED FUSE HOLDER
W/10 AMP FUSE IN
FIBERGLASS JUNCTION
BOX (TYP.)

|
J
BLACK & RED - PHASE AB

RED [(

RED & BLUE - PHASE BC

BLUE

BLUE & BLACK - PHASE CA

3 PHASE 3 WIRE SYSTEM

UNDERBRIDGE LIGHTING NOTES:

EXISTING LIGHTING CIRCUITRY IS 480 VOLT, 3 PHASE.

1/ n
1%4" GALV. R.M.C. 2.  ALL ELECTRICAL WORK SHALL CONFORM TO THE NATIONAL
ELECTRIC CODE, CONNECTICUT STANDARD SPECIFICATIONS, AND
Q- ——— EXACT MOUNTING METHOD TO BE LUMINAIRE WHERE APPLICABLE, UTILIITY COMPANY REGULATIONS.
| SPECIFIC TO MAINTAIN IP/U.L. WET LOCATION
E[f RATING OF LUMINAIRE. CONTACT LUMINAIRE APPLY RUBBER SPLICING TAPE WITH 3. CONDUCTORS SHALL BE COPPER, INSULATION TYPE THWN AND
R — MANUFACTURER TO DETERMINE REQUIRED APPROX. 50% OVERLAP TO A SPLIT BOLT TYPE CONNECTOR ?X\EE([))R\EOCROESS \éngEsb R\ISS%ALTLICC))VUS-SH@ELB BBELAFCUKL I_BLLILEJI\IEGT'_|
/ MOUNTING METHOD. MOUNTING METHODS THICKNESS OVER THE CONNECTOR FOR COPPER ONLY : , , :
SHALL INCLUDE: 1-1/2 TIMES THE FACTORY APPLIED
INSULATION AND TAPER DOWN TO THE 4. THE CONTRACTOR SHALL ABIDE BY THE CONNDOT
1) DIRECT MOUNT TO 3/4" N.P.T. THREADED JACKET AT A POINT APPROX. 1-1/2" LOCKOUT/TAGOUT PROCEEDURES. THE CONTRACTOR SHALL
PENDANT. ' CONTACT THE DISTRICT ELECTRICAL SUPERVISOR AT TELEPHONE
2" (TYP.) FROM THE EDGE OF PENCIL (860) 566-3156, WHEN ACCESS TO A CIRCUIT IS REQUIRED AND
2) MOUNT TO 4"X4"X2" GALVANIZED CAST IRON NO. 2 AWG CONDUCTOR TO MARK-OUT EXISTING UNDERGROUND LIGHTING CIRCUITS.
JUNCTION BOX WITH 3/4" BACKWALL CONDUIT NO. 10 AWG CONDUCTOR TO
HUB THREADED TO PENDANT. FUSE HOLDER 5. REMOVE AND DISPOSE OF EXISTING UNDERBRIDGE LIGHTS,
SURFACE CONDUIT AND CONDUCTORS.
3) MOUNT USING FACTORY PROVIDED GASKETED
SLIDING DISCONNECT. 6. INSTALL 3#4" LIQUID TIGHT FLEXIBLE METAL CONDUIT AT ALL
NOTE: FOR LOW CLEARANCE STRUCTURES, HEIGHT
OF LUMINAIRE BOTTOM ABOVE ROADWAY LOCATIONS SUBJECT TO MOVEMENT OR EXPANSION.
SHALL NOT BE LESS THAN 14'- 3" * LUMINAIRE MOUNTING METHOD SHALL
MAINTAIN IP65/66 RATING OR U.L. ]
WET LOCATION LISTING OF LUMINAIRE COVER THE ENTIRE SPLICE PLUS 1-1/2
OF JACKET AT EACH END WITH 4
LAYERS OF SCOTH #88 (OR EQUAL) NO. 2 AWG CONDUCTOR
PLASTIC ELECTRICAL TAPE CONSISTING
UNDERBRIDGE LUMINAIRE (LED) OF TWO TAPES APPLIED SPIRALLY WITH
WITH TYPE V WIDE LIGHT A 50% OVERLAP
DISTRIBUTION
SPLIT BOLT CONNECTOR
UNDERBRIDGE LUMINAIRE - PENDANT MOUNTING
DESIGNER/DRAFTER: v SIGNATURE/ PROJECT TITLE: TOWN: PROJECT NO.
M D e BLOCK: w gy, Hardesty & Hanover, LLC HARTFO RD
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MALLEABLE IRON —
ONE HOLE STRAP

_. PARAPET END BLOCK

EXISTING CONCRETE
HANDHOLE OR LIGHT
STANDARD FOUNDATION

A
O

oo

EXIST.
CAST-IN-PLACE
CONCRETE BARRIER
CURB

— EXIST. CONCRETE

STEP PARAPET

\— 2" FIBERGLASS

CONDUIT MOUNTED
ON BACK OF THE
PARAPET

FIBERGLASS
CONDUIT FITTING

2" FIBERGLASS CONDUIT IN

TRENCH TO EXIST. CONC.

HANDHOLE. TYPICAL 24" BELOW

GRADE

TYPICAL CONDUIT TREATMENT AT

EDGE OF CURB

CL EXIST. 10" DIA. LIGHT POLE

(TO BE RELOCATED)

EXIST. JUNCTION BOX
TO BE ABANDONED

\

|

|

‘ ’
| | /
|

|

|

|

|
\
\ N \
\
\

—

PARAPET PLAN

NOTE:

| \
‘ |
| | | / N\l n
\ \ \ \ : \ \ N 2" DIA.
i mome P | FIBERGLASS
TR (T \ R T S O e CONDUIT w/
TE il N | 3#2,1 #8
n m “1‘! T M M- n — n \‘ 3 n ,/ BARE CU
° \ \ ’/-H__\ \ \ ° v \ o GND.
g 1 @
/ |\| \
. B
e I 4 -
.

FACE OF PARAPET

SEE STRUCTURAL DRAWINGS FOR
STRUCTURAL DETAIL.

ALUMINUM  LIGHT STANDARD - DIMENSION TABLE
SHAFT DIAMETER
MOUNTING | BRACKET SHAFT WALL BASE TYPE ANCHOR BOLT | BOLT CIRCLE
HEIGHT |LENGTH | BOoTTOM | TOP |THICKNESS SIZE DIAMETER
40' 12" 10" 6" 219" ANCHOR 1" 15"

LIGHT STANDARD NOTES:

3)

4)

ALUMINUM ALLOY SHALL BE 6063, T6 TEMPER. 5)

BOLT CIRCLE SHOWN IS FOR ANCHOR BASE
BOTTOM OR TRANSFORMER BASE BOTTOM
(WHICHEVER IS APPLICABLE).

TO BE DESIGNED TO AASHTO

"STANDARD

SPECIFICATION FOR STRUCTURAL SUPPORTS
FOR HIGHWAY SIGNS, LUMINAIRES AND TRAFFIC
SIGNALS" FOR 90 M.P.H. WINDS.

WELDING DESIGN AND FABRICATION SHALL
CONFORM TO THE LATEST EDITION OF THE
ANSI/AWS D1.2, STRUCTURAL WELDING

CODE - ALUMINUM.

6)

FOR BASE CONNECTION WELDS, FABRICATION INSPECTION
AND TESTING SHALL BE PERFORMED AS NECESSARY PRIOR
TO ASSEMBLY, DURING ASSEMBLY, DURING WELDING, AND
AFTER WELDING, TO ENSURE THAT MATERIALS AND
WORKMANSHIP MEET THE REQUIREMENTS OF THE CONTRACT
DOCUMENTS. FABRICATION INSPECTION AND TESTING IS
THE RESPONSIBILITY OF THE CONTRACTOR. VERIFICATION
INSPECTION AND TESTING IS THE PREROGATIVE OF THE
ENGINEER (CONNDOT).

NON-DESTRUCTIVE TESTING FOR ALUMINUM SHALL BE AS

FOLLOWS: A RANDOM 25%

OF ALL BASE CONNECTION

WELDS SHALL BE INSPECTED IN ACCORDANCE WITH
ASTM E-165 STANDARD PRACTICE FOR LIQUID PENETRANT
INSPECTION METHOD.

SCALE: NTS .
ALUMINUM
EXISTING CONCRETE HANDHOLE POLE CAP
OR STANDARD FOUNDATION
ALUMINUM
(TOP VIEW) 16"X14"X6" NEMA 4X END CAP
FIBERGLASS JUNCTION BOX. L
INSTALL FUSE KITS il
’ | SINGLE MEMBER BRACKET
CL EXIST. 10" DIA. LIGHT | PISTON OPENING 3~ 6'IN LENGTH (TYP.) TRUSS BRACKET
POLE (RELOCATED) \ TOP OF MODIFIED SEE NOTE 3 BELOW ' 10' - 15' LENGTH
| PARAPET [ (TYP.)
CL LIGHT MALLEABLE IRON — \
1014 POLE BRACKET\ ONE HOLE STRAP 1/8" DIAMETER WEEP
2 | HOLE IN BOTTOM END
4 | INTERNAL VIBRATION DAMPER OF LOWER TRUSS ARM -
- ! T | >
MIN | TOP OF EXIST. \ o<
| PARAPET \ SHAET 3
2" DIA. FIBERGLASS | © )
CONDUIT _________ ‘ : ] =
L D> >, T
w7 NOTE: z 3
P SN 1 o TRANSFORMER BASE'S DOOR 3@
N R SEE SHEET S-117 AN U] A M TO BE ON FAR SIDE OF s | <
FOR DETAILS. . / . TRAFFIC FLOW
CONC. CAP INSTALLED AFTER | [— nk 4" X 6" HANDHOLE (ANCHOR
LIGHT POST RELOCATION. SEE | = | BASE POLE)
STRUCTURAL DRAWING FOR - 1 R+ < <
DETAILS VA
=== ph) a}é\‘a
o |
A 1/2" LIQUID TIGHT FLEXIBLE 1o
L | METAL CONDUIT W/ 3 #10 (TRREA('Q\'SIFROE'EMEORN B,fLSLE b r
— =P | " 1/2" LIQUID TIGHT TO BASE OF THE POLE EOUNDATION. MOUNTED
TV FLEXIBLE METAL ]
T CONDUIT W/ 3 #10. LIGHT STANDARDS) — 17" TO 20"
_ © LEAVE 12" OF ‘
— CONDUCTOR SLACK D /
T == AT POLE BASE.
— — \ 1 g SECURE LIQUID J !
— TIGHT FLEXIBLE EXPANSION FITTING (6" MAX. MOVEMENT) -
s v . s ® %I\Egﬁl(_)RCOBNODLL'JI'I-I\_N-Ir'I'OH INSTALL A MINIMUM OF TWO EXPANSION
. . . COUPLINGS BETWEEN JUNCTION BOXES AND
= o/ Y SS BAND-IT STRAP AT ALL BRIDGE EXPANSION JOINT ALUMINUM LIGHT STANDARD
77 B 2" FIBERGLASS CONDUIT
16"X14"X6" SECTION MOUNTED ON BACK OF THE
FIBERGLASS PARAPET. CLAMP EVERY 3'-0" DO EriaCkE | BOLT SPACING
JUNCTION BOX SCALE: NTS - :
15“ 10 8ll
CONDUIT ATTACHMENT NOTES: o o
{ SURFACE MOUNTED FIBERGLASS CONDUIT SUPPORT SPACING SHALL NOT 3. EXPANSION FITTING PISTON OPENING AT THE TIME OF INSTALLATION SHALL
EXCEED 3'-0" AS PER N.E.C. 352.30(B). WHEN THE FIBERGLASS CONDUIT BE DETERMINED BASED ON THE FOLLOWING FORMULA
LENGTH IS BETWEEN 50' AND 200' INSTALL TWO CONDUIT EXPANSION FITTINGS _ 100 F° - AMBIENT TEMP. y o
SECTION A EQUALLY SPACED FROM EACH OTHER AND THE ENDS OF THE CONDUIT RUN. = 100 F°
CONDUIT EXPANSION FITTINGS SHALL BE INSTALLED IN STRICT CONFORMANCE
] o 4,  ALL CONDUIT FITTINGS, COUPLINGS, CLAMPS, ATTACHMENT HARDWARE,
SCALE: 1" = 1'-0 v WITH THE MANUFACTURERS INSTALLATION GUIDELINES. DRILLING AND ANCHORING SHALL BE INCLUDED IN THE PRICE OF THE CONDUIT.
2. CONDUIT EXPANSION FITTINGS (6" MOVEMENT) SHALL BE INSTALLED AT ALL
BRIDGE EXPANSION JOINTS. A MINIMUM OF TWO CONDUIT EXPANSION FITTINGS
SHALL BE INSTALLED BETWEEN EACH JUNCTION BOX AS INDICATED IN THE
DETAILS. MAXIMUM SPACING BETWEEN ADJACENT EXPANSION FITTINGS SHALL
NOT EXCEED 125'. BARREL END OF EXPANSION FITTING SHALL BE SECURELY
CLAMPED TO THE PARAPET TO PROHIBIT MOVEMENT OF BARREL.
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